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AUTO START

Allows you to automatically start brewing at

preset time.

1. Set filter basket type for the amount of coffee
you're brewing.

2. Select your brewing mode.

3. Fill the water tank with enough fresh cold
water for the amount of coffee youre brewing.

4. Insert the brew basket with your desired
insert or paper filter and add coffee.

5. Insert the appropriate cup or the carafe with
the lid locked in place into the machine.

6. Pressthe AUTO START button.

®
oF

7. The machine will prompt you to set the
time for Auto Start. Rotate the SELECT dial
to adjust Auto Start time press SELECT
dial to set. Auto Start is now set and the
machine will enter Auto Start mode, brewing
automatically at the set Auto Start time.

If the clock hasn't been set, the machine will
prompt you to set the clock. Ensure the clock is
correct. The clock will reset every time the unit
isunplugged.

FAST
»GOLD
RONG
OVER ICE
MY BREW
COLD BREW

+00.

B:30- @ 9

8. Pressing START|CANCEL will cancel Auto
Start.

SETTINGS

« SET CLOCK: Set the time displayed on LCD.

« SOUND: Sound volume is adjustable and also
can be turned off.

« STANDBY: Adjust time to automatically enter
STANDBY mode after a period of no use.

« FILTER TYPE: Factory setting is Flat basket,
adjustable when using the Cone filter basket
insert.

ENTERING STANDBY MODE
AT ANY TIME

Press the START|CANCEL button for
3 seconds.

DEGREE INDICATION PREFERENCE
)

To switch between °F and °C, press SELECT
dial and AUTO START button together. Rotate

SELECT dial to select, then press SELECT dial
to set.

CHILD-LOCK

To prevent children from possible danger,
child-lock feature is available. Press and hold
AUTO START button for 5 seconds. LCD will
display “CL” when it is locked. Repeat this again
or unplug the unit to unlock.
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WHOLE BEANS

« FRESH IS BEST! Freshly roasted, quality
coffee is key to making great tasting coffee.
Peak flavour potential is 5-20 days after roast.
Always look for a “Roasted On” date on the
bag. Avoid coffee with a “Best Before” or
“Use By” date as you never know when it
was roasted.

Coffee flavour and strength are a personal
preference. Vary the type of coffee beans and
the amount of ground coffee to achieve your
preferred taste.

Freshly ground beans are the key to
making coffee with more flavour and body.
Pre-ground coffee will have lost most of its
flavour and aromatics, so always grind right
before you brew for superior taste.

Store coffee beans in a dark, cool and dry
place. Vacuum seal if possible.

Buy coffee beans in small batches to reduce
the storage time and store no more than one
week’s supply at any time.

COFFEE/WATER RATIO

PRE-GROUND COFFEE

« Pre-ground coffee is convenient, but will
never taste as good as coffee ground right
before you brew. We recommend investing in
a quality burr grinder so you can grind fresh
whole bean coffee right before you brew and
enjoy superior tasting coffee.

The grind will affect the rate at which the
water lows through the coffee in the coffee
basket and therefore the taste of the coffee.
If the grind is too fine the water will not Aow
through the coffee and may clog or overflow
the coffee basket. It may pass through the
mesh basket filter leaving sediment in the
cup or carafe. The resulting coffee will be
over extracted, too dark and bitter. If the
grind is too coarse the water will flow through
the coffee too quickly. This will result in an
under-extracted coffee lacking in flavour.

Alvways use “drip filter grind” suitable for
use with a drip coffee machines. Never use
“Espresso grind” as the finer grind size may
cause the coffee basket to block and will be
over-extracted.

We recommend 1 level Breville scoop of coffee grounds per 150ml cup of water. Adjust the amount
according to your individual taste. The maximum capacity for pre-ground coffee is 12 level Breville
scoops. Exceeding this amount may cause the coffee basket to overflow.

Cups of coffee 1 9 3 4 5

6 7 8 9 |10 | 11 | 12

(150ml cup)
Spoons of coffee 1 2 3 4 5 6 7 8 9 10 1n 12
grinds ®259) | 1659) |(24759)| (339) |(61259)| (95q) |(57759)| (669) |(74.259)| (B8250) |(00759)| (009)

Water amount | 150ml | 300ml [ 450ml | 600ml [ 750ml | 900ml| 105L | 12L | 135L | 15L | 165L | 18L
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BLOOMING

+ When coffee is roasted, CO; is trapped inside
the bean. Coffee grounds release this CO,
when hot water hits them, and this is called
“blooming”. Your Brewer can automatically
adjust bloom time by controlling the water
flow. Blooming can have an impact on the
aromas and flavours of the brewed cup. If the
coffee is overly bitter shorten bloom time,
and if it’s sour make it a little longer.

PRE-HEATING

+ Pre-heat the carafe or cup for best results.
A pre-heated carafe or cup will help maintain
the coffee’s optima] temperature and keep
coffee hotter for longer. Fill with hot water for
about 30 seconds then discard the water.

WATER QUALITY

» Fresh, good-tasting water is essential for a
perfect cup. If the water contains excessive
sediment, or has an ‘off’ taste or odor, we
recommend using filtered water.

ICED COFFEE

+ Iced coffee is at its best when the coffeeis
brewed strong because the coffee is diluted
by the melting ice cubes. To achieve great
Iced coffee we recommend brewing in OVER
ICE mode. Fill the tank ensuring the water
level does not exceed the 600ml level.

« Fill the brew basket with twice the amount
of coffee you'd normally use for regular
brewed coffee.

« Brew into the carafe.

+ Once the brewing cycle is complete, transfer
the coffee to a heatproof pitcher and let cool
to room temperature. Refrigerate until cold,
at least 2 hours or overnight. Fill glasses
with ice cubes. Pour the coffee into the
glasses, filling them to within 4em of the rim.
Top each glass with cream, milk, syrups or
sweeteners as desired.

If using granulated sugar as a sweetener, add
while the coffee is hot to encourage the sugar
to completely dissolve.

« To avoid a diluted taste, you can also use

regular strength coffee and serve it over
coffee ice cubes. Prepare coffee ice cubes
by pouring cool coffee into ice-cube trays
and freezing.

COLD BREW

Your Brewer will produce a maximum of
600ml of Cold Brew. Due to the long duration
(typically 4-14 hours) of the brewing process we
recommend setting the machine up overnight
so the Cold Brew will be ready in the morning.

1

b

Fill the tank with your desired volume of
water ensuring this is below the
COLD BREW line.

Remove the basket, and ensure both the
cone insert and mesh basket filter are
removed. Add a large paper filter and
then coffee at 2-3 times of regular ratio
(approximately 12 scoops for 600ml).
Reinsert the basket into the machine.

Remove the lid from the carafe and re-insert
—the lid must not be on the carafe during
the brewing process, alternatively, use
another vessel.

Navigate to the COLD BREW setting and
press START|CANCEL. The machine will
then begin brewing the water without the
heating element. Once this is complete a
countdown timer will display on the LCD
indicating when the Cold Brew is finished.
At this point the machine will automatically
dispense the Cold Brew into the waiting
carafe.

NOTE

Brew Time for Cold Brew can easily be
adjusted to your preference, anywhere between
5min - 24hrs.

Do not add ice to the tank. Cold, chilled water
should be added.

Ensure the carafe lid is removed for Cold Brew
mode.
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POUR OVER

Provided pour over adapter is to let your Precision Brewer accommodate your favourite
pour over dripper.

1 Caution: 4 [
Showerhead _I
may be hot.

o

Qe ~‘
Rernove basket Unscrew Rernove TFit 'Pour Over' Refitshowerhead Mount adapter
andcarafe showerheadring  showerhead showerhead ring

7 8] 9 10[T==

T o ] SELECT
A~ - 72220
Do
180 C— v
| S| S

Dose with ground Place dripperon  Fill to cup volumne Use case asstand Rotate SELECT dial to choose
coffee adapter for cup 'MY BREW' & press dial

Note:

Please ensure that
| POUR OVER

CUSTOMEZE

MYBREW b PROER

ICE
P MYBREW POLRIVER

SELECT £ i :
@ ~ COLD BREW INSERT - mode is on.
p SETTINES 4 %
P ADAPTER 4
L
- L
Adjust pararneters, and select Pour Overmode  Startbrewing
"POUR OVER then 'ON’ is activated
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é\ Care & Cleaning

Always turn the coffee machine off and remove
the plug from the power outlet before cleaning.

CLEANING THE OUTER HOUSING

The outer housing and LCD screen can be
cleaned with a soft, damp cloth. Apply cleaner
to the cloth and not the LCD surface. Polish
with a soft, dry cloth. Cleaning and drying with
dry paper towels or abrasive cloths and cleaners
may scratch the surface.

CLEANING THE COFFEE BASKET AND
MESH BASKET FILTER

Remove the coffee basket. Discard any ground
coffee and filter paper. The coffee basket and
mesh basket filter can be rinsed under running
water. Ensure the fine holes of the mesh basket
filter are clear. For a deeper clean, wash the
coffee basket and mesh basket filter in warm,
soapy water with a soft bristled brush.

@ CAUTION

The coffee basket, mesh basket or paper filter
may still be very hot after brewing. Use caution
and allow to cool before removing.

CLEANING THE CARAFE

After each use, empty the carafe. Do not let
brewed coffee stand overnight as this can cause
the carafe to stain. Rinse the carafe and carafe
lid under warm running water. For a deeper
clean, we recommend regularly washing the
carafe in warm, soapy water using a soft bristled
brush. Do not use abrasive cleansers, pads or
cloths which can scratch the surface. Rinse and
dry thoroughly.

CLEANING THE SHOWERHEAD

Simply wipe down the showerhead area
periodically. However, if a more thorough clean

is required, the Showerhead can be removed by
unlocking the Showerhead Ring Rotate clockwise
then remove the Showerhead for cleaning Once
complete, reinstall the Showerhead.

DESCALING

After regular use, hard water can cause

mineral build up in internal components,
reducing the brewing flow, brewing temperature,
power of the machine, and taste of the coffee.
We recommend to descale regularly. When

LCD shows “DESCALE” (lashing), descaling
cycle is needed.

It takes approximately 15 minutes to complete
descaling cycle.

1. Empty the tank. Prepare a descale solution in
accordance with manufacturer's instructions.
Pour this solution into the empty water tank.

2. Place the basket and the carafe into position
under the clrip stop outlet (Ensure the carafe
is empty and the lid is securely locked).

3. Press SELECT button for 3 seconds to start
descaling cycle. LCD with show “dSL” for
1 second and then tell remaining time of
descaling cycle.

4. When the descaling process is finished, the
LCD screen will go back to the main menu.
To completely remove residual water in the
tank, invert the machine and brew with fresh
water twice. Discard the water from the carafe
and rinse thoroughly.

We recommend to brew through again after
descaling to brew out the residue descale
solution.

NOTE

You cannot stop the descaling process mid cycle.
Force stop by unplugging the cord from the
power outlet.

FACTORY RESET

This is to reset the machine to the factory settings,
including water hardness setting Hold the
START button, the SELECT button, and
AUTO START button altogether for 3 seconds.
When LCD shows “rES” (flashing), press
SELECT button to start. Then next prompt
asks “YES” or “no” to confirm. Rotate and press
SELECT dial/button.
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Troubleshooting

PROBLEM POSSIBLE CAUSE WHAT TO DO

Coffee too strong Amount of coffee and water is not ¢ Check correct amount of coffee or
or weak correct (1 spoon : 150ml cup). water is used.

Coffee leaking The basket drip-stop seal doesn’t o Check that there is no obstruction in
from basket cover the gap properly due to the basket drip-stop seal.

when removed

foreign material.

Wash out the basket seal by turning
the basket upside down, and pressing
down and rinsing into the seal to clear
any particles obstructing that area.

Coffee overflowing
from the basket

(CAUTION:

If the basket

has overflowed
remove slowly and
with caution)

Carafe is not inserted.

Amount of coffee and water is not
correct (1 spoon : 150ml cup).
Grind size is too fine.

Too much grinds in the basket.
No paper in the basket.

Putting paper into mesh basket
filter.

Pour Over mode selected when
using the default brewing basket.

* [fyou are brewing with carafe, check
that the carafe is inserted.

e Check that the correct amount of
coffee and water is used for the
operation.

e Correct grind size/amount.

e Use mesh basket filter without paper
and other baskets with paper.

¢ Deselect the Pour Over mode in the
Mybrew menu.

‘FILL TANK’ on

Water tank is empty or not enough

¢ Open the lid and pour the desired

LCD screen water to brew the selected volume. amount of cold, preferably filtered

water.
Sensors may be dirty. ¢ While the tank is empty wipe the

sensor prisms in the tank with a cloth.

Auto Start does Auto Start does not repeat after it ¢ Re-engage the Auto Start mode for

not function has been activated. each time that it needs to be used.

Shows ‘CLOCK’ Current time should be set before ¢ Set the current time before using Auto

when Auto Start setting Auto Start. Start.

is pressed

Clock does not
remember time

Clock is cleared every time the unit
is unplugged.

o Keep the unit plugged.

Auto Start starts
at the wrong time

Current time is not correct.

¢ Check that the current time is correct.

Carafe overfilling

Carafe is not completely empty
before brewing.

Amount of water is too much.

o Check that the carafe is empty before
brewing.
¢ Check that the MAX line on the water

tank is not exceeded.

¢ Ensure water runs freely through
carafe lid.
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PROBLEM

POSSIBLE CAUSE

WHAT TODO

LCD shows 'FILL
TANK' when there
is water in the tank

o Check that the unit is not in direct
sunlight or direct bright lighting.

¢ Move unit away from the light source.

Brew doesn’t start

¢ There is no water in the water tank.

¢ Fach brewing mode has different
water amount limits, and it does not
brew when the amount is beyond
the limit.

¢ Check that the water tank is filled.

¢ Check the water amount limits for
each mode.

Showerhead fallsout ¢ The showerhead may loosen and ¢ Please wash the showerhead ring and
fall out from time to time if not seal and re-insert.
inserted or tightened correctly.

The mesh filter ¢ Mesh filter is not inserted or ¢ Call Breville Consurmer Support.

in the water tank
loosens and floats

tightened correctly.

Carafe drip stop ¢ The drip stop is stuck ¢ Pull the drip stop back up.

stays down ¢ Clean the drip stop for any foreign
objects of coffee grinds or stains.

¢ [fthe problem persists and drip stop

does not return to top position please
call Breville Consurmer Support.

Unit produces ¢ Brewing performance is affected by ~ * Descale the unit.

excessive steam scale accurnulated by hard water.

while brewing or ¢ Brewing temperature profile is not

runs for extended properly set. ¢ Call Breville Consumer Support if

periods with only problem persists.

steam output

‘DESCALE’ on LCD
screen (flashing)

Brewing performance is affected by
scale accurnulated by hard water.

¢ Descale the unit.

Unit shows "too hot"

¢ Unit has been run too many times
back to back and the components
are overheated.

¢ Let unit rest for at least 20mins before
starting another cycle.

Shows Errl, Err2,
Err4, or Err5

¢ Internal system error.

¢ Unplug unit and let cool and retry.
Call Breville Consumer Support if
problem persists.
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PROBLEM

POSSIBLE CAUSE

WHAT TO DO

Shows Err7

¢ There is a blockage in the system.

Empty the tank, remove any blockage,
and wipe.

Cool down and run FAST cycle

with 1L.

Descale the unit.

Call Breville Consumer Support if
problem persists.

Shows Err3

¢ The issue indicates an unstable
power supply.

Unplug and check plug connections
and power supply with caution. Let
cool and retry. Call Breville Consumer
Support if problem persists.

OVERICE and
COLD BREW modes
are disabled

o If the water is more than 600ml,
these modes are disabled.

Reduce the amount of water
in the tank.

Unit does not use the
full amount of water
in the water tank

¢ There is a blockage in the system.

Empty the tank, remove any blockage,
and wipe, inspect and clean any
obstruction and coffee/fibre/dirt build
up from the mesh filter at the bottom
of the water tank.

Cool down and run FAST cycle

with 1L.

Descale the unit.

Call Breville Consumer Support if
problem persists.

Unit brewing slow

¢ There is a blockage in the system.

Empty the tank, remove any blockage,
and wipe, inspect and clean any
obstruction and coffee/fibre/dirt build
up from the mesh filter at the bottom
of the water tank.

Cool down and run FAST cycle

with 1L.

Descale the unit.

Call Breville Consumer Support if
problem persists.
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PROBLEM

POSSIBLE CAUSE

WHAT TO DO

Uneven coffee bed

¢ Showerhead may not be attached/
secured propetly.

¢ Check the attachment of the
showerhead locking ring and shower
head.

¢ Clean showerhead from any blockage
or scale buildup.

Pourover adaptor is
lifted out of position
when brewing

¢ pourover mode not selected.

¢ Go to mybrew mode and select 'on’
to engage pourover mode.

21



Breville Customer Service Centre

ABustralian Customers

Mail: Locked Bag 2000
Botany NSW 1455
AUSTRALIA

Phone: 1300 139798
Fax: (02) 97001342

Web: www.breville.com.au

New Zealand Customers

Mail:  Private Bag 94411
Botany Manukau 2163
Auckland NEW ZEALAND

Phone: 0800 273 845
Fax: 0800288513

Web: www.breville.conz
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Breville
Thought for food

Breville is a registered trademark of Breville Pty. Ltd. ABN.98 000 092 928.
Copyright Breville Pty. Ltd. 2017.

Due to continued product improvement, the products illustrated /photographed
in this brochure may vary slightly from the actual product.
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